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PROTRUSION

 2.45 

NOTES: UNLESS OTHERWISE SPECIFIED
PERFORMANCE SHALL BE IN ACCORDANCE WITH LEGRAND SPECIFICATION #71800076C.1.
A LABEL SHOWING THE INSERTION LOSS, BY PORT, IS PROVIDED PACKAGED WITH THE CASSETTE.2.
THE CASSETTE BODY IS PLASTIC, COLOR: BLACK.3.
EACH SPLITTER ASSEMBLY SHALL BE IDENTIFIED WITH "LEGRAND", A PART NUMBER, A 4 DIGIT 4.
MANUFACTURE DATE CODE (WWYY=WEEK YEAR), AND LOCATION CODE(XX).
ALL DIMENSIONS ARE IN INCHES.5.
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***  NOTICE   ***
THIS DOCUMENT CONTAINS CONFIDENTIAL 
AND/OR PROPRIETARY INFORMATION 
INTENDED FOR USE ONLY BY THE 

INDIVIDUAL(S) PROVIDED.
NEITHER THIS DOCUMENT, NOR ANY 
INFORMATION CONTAINED HEREIN, MAY 
BE COPIED, DISTRIBUTED, DISCLOSED TO 
ANY THIRD PARTY OR USED IN ANY 
MANNER OTHER THAN FOR WHICH IT 
HAS BEEN PROVIDED, WITHOUT THE 

PRIOR WRITTEN CONSENT OF LEGRAND, 
INC.
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MANUFACTURER'S LABEL

TAMPER EVIDENT LABEL
BOTH SIDES

INPUT PORT

OUTPUT PORT #1

OUTPUT PORT #8

OUTPUT PORT #2

FRONT

ADAPTER

ADAPTERS

GREEN SC SIMPLEX

4X GREEN LC DUPLEX

FRONT PANEL SURFACE
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