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High Density Jack HDMI Coupler
OVERVIEW
High Density Jack HDMI Coupler provide an interface for transmitting high quality digital audio/video up to 4K 
resolutions with HDMI Type-A female to flipped-female connectivity. HDJ is a versatile, single jack solution in 
an easy-mount, rear-load footprint for mounting in HDJ Series plates and panels.

FEATURES

- HDMI Coupler: HDMI female to HDMI flipped-female

- Rear Loading: Preferred mounting for panels, with quick and easy installation

- High Density Jack Footprint: Supports multiple applications, from gang plates up to 
48-port panels

ITEM DESCRIPTION
HDJHDMI              High Density Jack HDMI Coupler, Fog White

HDJHDMI-88        High Density Jack HDMI Coupler, White

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS
- RoHS: Yes

- CUL Listing No: E131600

designed to be better.™



SPECIFICATIONS: 
High Density Jack HDMI Coupler
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PHYSICAL SPECIFICATIONS:
- Color: Fog White & White

- Footprint: High Density Jack (HDJ)

- Number Of Ports: 1

- Product Series: HDJ

- Type: Jacks & Modules

- Component 1: Plastic HDJack Housing

- Component 2: HDMI Female to Flipped-Female Coupler

- Material 1: High Impact Thermoplastic PC 94V-0

- Material 2: Feed-through, HDMI

 

PHYSICAL CHARACTERISTICS
-  Depth (Metric): 40.94 mm

- Depth (US): 1.61”

- Height (Metric): 20.57 mm

- Height (US): 0.81”

- Width (Metric): 15.75 mm

- Width (US): 0.62”
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