
WIREMOLD®  TABLESOURCE™ SERIES

Connect your workspace with a Legrand® TableSource Series Work 
Surface Module. Ideal for task tables, desks, study carrels, or lecture 
halls, TableSource Modules provide the convenience of power and 
communication delivery while freeing your work surface from the clutter 
of cables and wires. Combining workstation connectivity inserts and 
convenient outlets, including USB charging ports, TableSource Work 
Surface Modules are accessible, and cost-effective solutions for linking 
portable computing and networked environments.

CONVENIENT POWER AND 
COMMUNICATION ACCESS 
DESIGNED FOR YOUR  
WORK SPACE.

FEATURES & BENEFITS
• USB charging ports - 2.4 Amps per dual USB port allows users to 

charge tablets and phones quickly.

• Gasketed receptacle - The 15A spec grade receptacle is dust and 
moisture resistant and also meets latest UL spill test requirements 
against accidental spills.

• Datacom connectivity options - Accepts industry standard and 
proprietary devices from a wide range of manufacturers to provide 
a seamless and aesthetically pleasing communications interface. 

• Durable aluminium construction - Sturdy enough for long-term 
use in high activity applications such as public schools, libraries 
and universities.

• Cord-ended - A power cord provides easy installation and mobility 
which allows the table source to adapt to any unique work surface.

• GFCI protected field wired option - Dead front GFCI protection 
available only in field wired assemblies. Great for applications such 
as kitchens and laboratories.

• Backsplash bracket - Designed to provide quick and secure 
installation without marring the work surface.

• Finish options - Modules are clear anodized or can be painted to 
complement any décor.

• Configurable - Design your own TableSource Module.



Electrical Wiring Systems

60 Woodlawn Street
West Hartford, CT 06110 
1.877.BY.LEGRAND (295.3472)
www.legrand.us

570 Applewood Crescent
Vaughan, Ontario L4K 4B4
905.738.9195 
www.legrand.ca
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FOLLOW US

TableSource™ Table Boxes Configurator 

WIREMOLD®  TABLESOURCE™ SERIES

Design a Cord-Ended 
TableSource Table Box

Sample Part:  TSAM2H1IV2U

Design a Hard-Wired 
TableSource Table Box

Sample Part:  TSAP2Z1BK2UG

IMPORTANT
Use this chart to configure 
your own custom 
TableSource activation. 
Many of the configurations 
are standard offerings, and 
can be quoted and delivered 
to you quickly with the help 
of our Wiremold Customs 
group. Just call in with your 
TableSource part number, 
and they will be able to 
supply you with a quote, 
technical specifications and 
a CAD Drawing.

1. Select face for 
mounting device. 
Input letter.

7. Choose number 
of USB modules. 
Input a number 
followed by "U"

 
 #U = Number of  
 USB Modules

7. Choose number 
of USB modules. 
Input a number 
followed by "U"

 
 #U = Number of  
 USB Modules

2. Do you want  
optional mounting 
bracket for 
backsplash 
application?

3. Number of 
duplexes (from 
1-4). Input 
number.

5. Choose number 
of communication 
adapters (from 
1-4). Input  
number.

6. Choose color of activation 
and devices. Input two-letter 
color code.

6. Choose color of activation 
and devices. Input two-letter 
color code.

A Face

B Face

Mounting 
Clip 

X

Backsplash 
Bracket 

M

Product 
Group

1U, 2U, 
etc.

L L
Color of Product

WH-  Painted White with black 
devices 

BK-  Painted Black with Black 
devices

IV-  Painted Ivory with black 
devices

AL-  Anodized Aluminum with 
gray devices

Color of Product
WH-  Painted White with black 

devices 
BK-  Painted Black with Black 

devices
IV-  Painted Ivory with black 

devices
AL-  Anodized Aluminum with 

gray devices

L L

Face 
of 

Unit 
A,B

Mounting
Bracket

M, X

L L

No. of 
Duplexes

1-4

#

Power 
Cord 

Length

No. of 
Comm. 

Adapters

1-4

L #

4. Choose a length and 
input the corresponding 
letter for that length.

Data Cables egress out the 
back (the side opposite the 
devices).

L L

T S

NOTE:  Wiremold Open System, Ortronics Series II and TracJack 
mounting adapters provided with all assemblies.

IMPORTANT
Use this chart to configure 
your own custom TableSource 
activation. Many of the 
configurations are standard 
offerings, and can be quoted 
and delivered to you quickly 
with the help of our Wiremold 
Customs group. Just call in 
with your TableSource part 
number, and they will be able 
to supply you with a quote, 
technical specifications and a 
CAD Drawing.

Data Cables egress out  
the back (the side opposite 
the devices).

NOTE:  Wiremold Open System, 
Ortronics Series II and 
TracJack mounting adapters 
provided with all assemblies.

1. Select face for 
mounting device. 
Input letter.

3. Number of  
duplexes  
(from 1-4). 
Input number. 

5. Choose number 
of communication 
adapters (from 
1-4). Input  
number.

A Face

B Face

1U, 2U, etc. 
Number of USB 

Module # 
followed  
by "U" 

L LL L

Face 
of 

Unit
A, B

L

Mounting
Syle
T, P

L

No. of 
Duplexes

1-4

#

Whip 
Exit
Y, Z

L

No. of Comm. 
Adapters

1-4

#

4.  Choose face for 6' 
[1.8m], three-wire  
whip to exit. 

2. Mounting styles
T – Mounting Ears

P – Mounting Stud
A Face B Face

Y STYLE

Z STYLE

Product 
Group

L L

T S

8. Choose if  
Deadfront GFCI 
Protection is 
needed. If not, 
leave blank.

G =  Dead Front  
GFCI Module

G

Legrand provides you with the power to configure a unique table box that 
meets your work space connectivity and management needs.

Length  Code
 Feet  [m] Letter
 2 [0.6m] B
 3 [0.9m] C
 4 [1.2m] D
 5 [1.5m] E
 6 [1.8m] F
 7 [2.1m] G

Length  Code
 Feet  [m]   Letter 
 8 [2.4m] H
 9 [2.7m] I
 10 [3.0m] J
 11 [3.4m] K
 12 [3.7m] L
NOTE:  Cord color is black.


