6-PORT NETWORK INTERFACE MODULE

AC1000 | On-Q

FEATURES & BENEFITS

This module supports punchdown termination of up to 6 Cat5e cable runs for easy interface within the home network.

- RJ45 jacks for simple line reconfiguration.
- Supports high-speed Cat5e termination for computer network.
- Used in conjunction with primary phone, computer, camera or audio module.

GENERAL INFO

Cable Type: Cat5e
Color: Grey
Finish: Powder Coat
Footprint: Single Bay
Mod Jack Wiring: 8P8C
Pair Count: 4
Termination: Phosphor bronze alloy. 24kt Hard Gold (50 microinch plating) over 100 microinches nickel for 700 insertion cycles/port
Type: Network Interface
Input Plug Type: RJ45 Male

SPECIFICATIONS

ASSEMBLY/INSTALLATION INFORMATION

Installation Tips: On-Q Palm Tool (P/N 364378-01) recommended to aid with punchdown operation
Mounting Hardware Included: Plungers/Grommets

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes
This module supports punchdown termination of up to 6 Cat5e cable runs for easy interface within the home network. RJ45 jacks for simple line reconfiguration. Supports high-speed Cat5e termination for computer network. Used in conjunction with primary phone, computer, camera or audio module.

**DIMENSIONS**
- Depth (Metric): 6.9 cm
- Depth (US): 2.7”
- Height (Metric): 7.4 cm
- Height (US): 2.9”
- Width (Metric): 16.5 cm
- Width (US): 6.5 in
- Thickness (US): 18 Gauge

**CORD INFORMATION**
- Connector Type End One: RJ45
- Connector Type End Two: IDC Punchdown

**TECHNICAL INFORMATION**
- Current Max: 1.5A
- Humidity: Maxim Noncondensing Relative Humidity 93%
- Material: 18 Gauge Cold Rolled Steel
- Mounting: Enclosure
- Operating Temperature (Celsius): -10°C to 60°C
- Shape: Rectangular
- Storage Temperature: -40°C to 70°C
- Receptacle Type: RJ45 Female
- Number Of Receptacles: 6