
FEATURES & BENEFITS

SPECIFICATIONS

TRACJACK HIGH DENSITY PATCH PANEL
KIT FOR 30 MODULES, WITH SHELF

OR401045548 | Ortronics

TracJack High Density Patch Panel Kit for 30 modules, with shelf

• Accepts TracJack modules
• Supports snapin icons
• Rear management shelf 
• Includes reusable cable management straps

GENERAL INFO

Mod Jack Wiring: Field defined
Number Of Ports: Up to 30

ASSEMBLY/INSTALLATION INFORMATION

Installation Tips: Keep fiber and copper cable routings separate. Use Fiber Bend Limiting Clips to store excess fiber
and to provide bend control. Maintain a minimum bend radius of ten times the outside diameter of the fiber jacket.
For copper cables, maintain a minimum b

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes

CONSTRUCTION INFORMATION

Component 1: Panel
Component 2: Bezel
Component 4: Hook Nylon 6 Loop  Nylon 6
Finish Plating 1: Painted black
Finish Plating 2: Bend limiting management
Finish Plating 3: Hook and loop straps
Material 1: 16GA. (.06") Cold Rolled Steel
Material 2: ABS UL94V0
Material 4: Black with white silkscreen

DIMENSIONS

Depth (Metric): 139.7 mm
Height (Metric): 44.45 mm
Height (US): 1.75 in
Width (Metric): 482.6 mm

TECHNICAL INFORMATION

Performance Rating: Field defined
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