
CASSETTE LEASH HOLDS TO PANEL
DURING FRONT LOADING OF JACKS

INTEGRAL SHIELDING GROUNDS 
JACKS & CASSETTE TO PANEL

PUSH TO EJECT CASSETTE BUTTON

12 HDJ JACKS LOAD
FROM THE REAR

LABEL DESIGNATION
COPPER MODULES

CABLE GUIDE AND SEPARATOR
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NOTES:
ALL UNITS IN INCHES.1.
12-PORT CASSETTE COMPATIBLE WITH LCS3 SERIES HDJ PANELS.2.
HDJ JACK MODULES SOLD SEPARATELY.3.
ADHESIVE BACKED PAPER FOR LABELING AND MIXED MEDIA LABEL HOLDER INCLUDED IN KIT.4.
UL 1863 LISTED.5.
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***  NOTICE   ***
THIS DOCUMENT CONTAINS CONFIDENTIAL 

AND/OR PROPRIETARY INFORMATION INTENDED 
FOR USE ONLY BY THE INDIVIDUAL(S) PROVIDED.

NEITHER THIS DOCUMENT, NOR ANY 
INFORMATION CONTAINED HEREIN, MAY BE 

COPIED, DISTRIBUTED, DISCLOSED TO ANY THIRD 
PARTY OR USED IN ANY MANNER OTHER THAN 
FOR WHICH IT HAS BEEN PROVIDED, WITHOUT 

THE PRIOR WRITTEN CONSENT OF LEGRAND, INC. 
MANUFACTURING RELEASE, PRODUCT 

SPECIFICATIONS AND STANDARDS ARE SUBJECT 
TO CHANGE WITHOUT NOTICE.
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