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WATTSTOPPER® PLUS

WIRED MANAGER – GREENBUS
EN-M-GB2-X

DESCRIPTION

The Wired Manager — GreenBus is a rack or wall-mounted 
control device that collects, processes, and distributes lighting 
control information to Wattstopper PLUS control modules, wall 
controllers, and other devices over the GreenBus network.

Each Wired Manager — GreenBus features eight GreenBus 
communication channels and typically controls 100 nodes 
per channel — up to a total of 800 nodes total per manager. 
Additional wired managers can connect and scale a system to 
a maximum of 30,000 devices.

The Wired Manager — GreenBus is the central intelligence 
point in the system. It collects signal information from 
photosensors (light levels), occupancy sensors (occupancy 
status), and wall-mounted lighting controllers. It then 
determines appropriate brightness levels or ON/OFF status for 
each luminaire and zone. Photosensors do not directly control 
light levels but rather are connected to the GreenBus network 
and provide light level information to the Manager. The Wired 
Manager — GreenBus then determines what action to take 
based on the status signals from the sensors.

FEATURES

•	 Incredible flexibility of design – provides scaling system for 
applications of any size

•	 Can be combined with the Wattstopper PLUS Wireless 
Manager for a combined wired and wireless hybrid solution

•	 Controls up to 800 nodes per manager

•	 Sleek design for seamless wall or rack installation. 483 mm 
(19 inches) rackmount requires a 1U slot with an optional 4U 
wall-mounted rack

•	 External Power Supply Voltage: 100 to 240 VAC, 50/60 Hz, 
1.8A

•	 Greenbus Output: 8-Channels, 22.5VDC per channel, up to 
100 nodes per channel, 800 nodes max

•	 Operating Temperature	 32° to 104°F (0° to 40°C)

•	 Weight: 1.02 kg (36 oz)

•	 Certifications
	– UL/CUL listed under UL916. 
	– FCC Part 15/ICES-003, Class A

•	 Complies with Electromagnetic Compatibility (EMC) 
Standards: 61000-4-2, 61000-4-4, 61000-4-5

•	 Environmental Suitability: Pollution Degree 2 or greater

•	 5 year warranty

SPECIFICATIONS

8-Channel Ports, 22.5 VDC, 
Class II

Controls 100 nodes per 
channel — up to a total of 800 

nodes per Wired Manager

1U Rack Mount or Wall Mount 
(Wall Mount Brackets sold 
separately)



WATTSTOPPER PLUS  |  Managers

WWW.LEGRAND.US/WATTSTOPPER 2

DIMENSIONS

216.7 mm (8.5 inches) (3X)

229.5 mm (9 inches) (±0.3)

25.4 mm
(1 inch)

(2X)

119.6 mm
(4.7 inches)

(±0.2)

7.9 mm
(0.31 inch) Mill Down with

1/4 inch Endmill
2 mm Depth

117.6 mm (4.6 inches)

12.7 mm
(0.5 inch) (2X)

25.4 mm
(1 inch) (2X)

76.2 mm
(3 inches) 

(±0.1)

Ø 2.54 mm
(0.1 inch) 
(#39 Drill)

Ø 6.75 mm
0.3 inch) 

(2X)

Ø 2.95 mm
(0.12 inch) 

(4X)

168.8 mm (6.6 inches) (±0.6)
172.4 mm (6.8 inches) (2X)

179.1 mm (7 inches)
Ø 0.25 mm
(0.01 inch) 
Maximum

17.7 mm
(0.69 inch) 

(2X)
3.9 mm

(0.15 inch) 
(2X)

17.8 mm
(0.7 inch) 

(2X)

39.4 mm
(1.55 inches)

(±0.5) 
(2X)

46.6 mm (1.83 inches)
228.6 mm (9 inches)

Ø 2.6 mm (0.1 inch) Typical

Side View

Top View

465 mm (18.3 inches)
449.5 mm (17.7 inches)

157.5 mm
(6.2 inches)

190.5 mm
(7.5 inches)

Ø5.9 mm (0.22 inch)
(Typical X2)

18 mm (0.71 inch)

24.1 mm (0.95 inch)

24.1 mm (0.95 inch)

190.5 mm (7.5 inches)

10-32
(Typical X12)

190.5 mm
(7.5 inches)

15.9 mm (0.625 inch)

31.7 mm (1.25 inches)

SIDE TOP

Side View

41 mm
(1.6 inches) 

170.2 mm (6.7 inches)

83.8 mm
(3.3 inches) 

Top View

Brackets for Wall Mounting

Power Supply
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WATTSTOPPER PLUS

SYSTEM OVERVIEW

GreenBus technology makes wiring fast and error-free, since it’s intuitive to install.

Controller Wired Manager — GreenBusSensor SSUControllerSensor

User Interface

User Interface

Ethernet
GreenBus
Dimming

Wire Key

MOUNTING

The mechanical construction allows the Wired Manager — GreenBus to be attached to a (19 inches) wide bracket, for simple 
installation on standard 482.6 mm (19 inches) IT rack (1U width), or optional 4U wall mounted rack. The 482.6 mm (19 inches) wide 
bracket is provided with the Wired Manager — GreenBus. For individual wall-mount, the mounting ears on the Wired Manager — 
GreenBus can be used to secure against a vertical surface without needing an external mounting bracket.

Wall Mount using Wall Mount Brackets Wall Mount

Hook and 
Loop Strap

Rubber Pads

Power Supply
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Catalog # Description Communication Network

EN-M-GB2-X Wattstopper PLUS GreenBus Manager Wired GreenBus

EN-ECU-G4-P3D Wattstopper PLUS Extend GreenBus Manager Wired GreenBus

ORDERING INFORMATION

WIRING

SSU

Wired Manager — GreenBusPower Supply

Power Bar

 Ethernet Switch

Wattstopper PLUS System Network

To Additional Managers
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