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WATTSTOPPER® PLUS

PHASE-CUT DIMMING MODULE
EN-PCDM-GB2

DESCRIPTION

The Phase-Cut Dimming Module (PCDM) provides an 
interface between the phase-cut dimmable (forward- and 
reverse-phase) luminaires and the Wattstopper PLUS System. 
Individually addressable, the PCDM enables each group 
or zone of luminaires to be independently controlled and 
configured to best meet the needs of the facility.

The PCDM is designed to control common load types such 
as Incandescent/Halogen lamps, Fluorescent ballasts, LED 
luminaires, and LED/CF lamps. The luminaires connected to a 
PCDM can then be controlled by any of the Wattstopper PLUS 
wall station controllers, touch screen panels, or from Polaris™ 
software. The PCDM has a built-in relay that provides ON/OFF 
switching control, in addition, to smoothly dimming luminaires.

FEATURES

•	 Adjusts light levels to respond to variable lighting 
requirements

•	 Enables scheduling luminaire group operation to lower 
energy use during off-peak occupancy

•	 Customizing lighting scenes for tailored experiences/tasks

•	 Allows adjustment of luminaire group assignments for 
modified space layouts

Phase Cut (Forward and 
Reverse) dimming output

GreenBus Wired 
Communication

Junction box mounting

•	 Voltage: 22.5V, supplied by GreenBus

•	 Maximum Output Load Ratings
	– @120V, 450 W, 3.8 A
	– @277V, 900 W, 3.3 A

•	 Controllable Load Types: Incandescent/Halogen, LED 
luminaires, Fluorescent ballasts, Compatible LED/CFL lamps

•	 Cable Length: 254 mm (10 inches)

•	 Operating Temperature: 32° to 104°F (0° to 40°C)

•	 Maximum Case Temperature: 32° to 158°F (0° to 70°C)

•	 Weight: 595.3 g (21 oz)

•	 Certifications
	– UL 2043 Plenum Rated, ROHS Compliant
	– UL/CUL listed under UL916. These models are all 
Complementary Listed to “Emergency Lighting 
Equipment”, (UL924) intended for Indoor Dry Locations.

	– FCC Part 18/CRR 47
	– RoHS Compliant

•	 Complies with Electromagnetic Compatibility(EMC) 
Standards: EN 61000-4-2

•	 5 year warranty

SPECIFICATIONS
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DIMENSIONS

127 mm
(5 inches)

120.7 mm (4.7 inches)

Top View
120.7 mm

(4.7 inches)

57 mm
(2.2 inches)

127 mm
(5 inches)

SYSTEM OVERVIEW

GreenBus technology makes wiring fast and error-free, since it’s intuitive to install. 

PCDM
SSUWired Manager — GreenBusSensorSensor

Luminaire

PCDM

User Interface

User Interface

Dimming

Wire Key
Ethernet
Greenbus



WWW.LEGRAND.US/WATTSTOPPER3

WATTSTOPPER PLUS

080467r4  Rev 04/25

Catalog # Description Communication Network

EN-PCDM-GB2 Phase Cut Dimming Module Wired GreenBus

ORDERING INFORMATION

WIRING
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Control & Power Wires

MOUNTING

The mechanical construction allows for simple installation of the PDCM on top of a standard square 119.1 mm (4.6875 inches) 
junction box. The mounting holes on the PCDM properly align with the holes on the junction box of that size. GreenBus 
communication wiring is still accessible from the outside of the junction box, while all necessary wiring to the load (single or 
multiple ballasts/LED luminaires) is done on the inside.

The recommended maximum distance between the PCDM and the last luminaire it controls is 15.2 m (50 ft).
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