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SPECIFICATIONS
Voltage..................................................22.5 VDC, supplied by GreenBus
Operating Temperature................................... 14° to 104°F (-10° to 40°C)
Relative Humidity.......................................... 5% to 95%, non-condensing
Certifications
	 UL/CUL listed under UL916.  
	 FCC Part 15/ICES-003
	 ROHS Compliant
	 Complies with Electromagnetic Compatibility (EMC) Standards: 
	 EN 61000-4-2 EN 61000-4-4, EN 61000-4-5 

Environmental Suitability.........................................Rated for dry locations

DESCRIPTION
Wired Wallstations are available in a range of colors and 
configurations for customized light level control. The Wired 
Wallstations operate via GreenBus cables.
The following 5 wired models are available:

•	 SC Series Wallstations (Scene Dimming)
•	 SHS Wallstation (Shade Control)
•	 TW Wallstation (Tunable-White)
•	 WS Series Wallstations (Standard)
•	 ZC Series Wallstations (Multi-Zone Controller)
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PRODUCT SAFETY
When using electrical equipment, basic safety precautions should 
always be followed, including the following:

•	 Do not mount near gas or electric heaters.
•	 Equipment should be mounted in locations and at heights where 

it will not readily be subjected to tampering by unauthorized 
personnel.

•	 The use of accessory equipment is not recommended by 
Legrand as it may cause an unsafe condition.

•	 Do not use this equipment for other than the intended use.
•	 Do not install the Wallstation in damp locations. Install in dry, 

indoor locations only.
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WIRED SYSTEM OVERVIEW
GreenBus technology makes wiring fast and error-free, since it’s intuitive to install.
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WALLSTATION CONFIGURATIONS
The Wired Wallstations are available in 8 configurations: 

•	 SC Series Wallstations come in 3 Scene and 5 Scene configurations
•	 SHS Wallstation comes in a lighting and shade control configuration
•	 TW Wallstation comes in a tunable-white configuration
•	 WS Series Wallstations come in 2 Button and 4 Button configurations
•	 ZC Series Wallstations comes in 3 Zone and 6 Zone configurations.  
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INSTALLATION AND MOUNTING

Mounting Options

Mounting Bracket Junction Box
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Metal Device Box Installation
Install the mounting bracket using the supplied screws. 
Ensure that the SINGLE GANG label is facing up.

Low-Voltage Device Box Installation
Install the mounting bracket using the supplied screws. 
Ensure that the MULTI GANG label is facing up.
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Wired Wallstation Installation
Place the Wired Wallstation assembly into the mounting plate and push gently until ‘clicks’ are heard. This confirms that the pieces are 
secured.
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“Decora” Style Wall Plate Installation

Step 1 
The Wired Wallstations can also be installed with an off-the-shelf “Decora” style wall plate. Multi-gang wallstation installations require 
multi-gang decorator wall plates.
Remove the button assembly from the wall plate by pressing the wall plate with your thumbs near the button assembly while grasping 
the wall plate.
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Step 2 
Install the supplied wall strips to the button assembly until they snap in.
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Step 3 
Orient the mounting bracket such that the DECORATOR and MULTI GANG labels are facing up. Insert the wallstation button assembly 
into the mounting plate until ‘clicks’ are heard. Clicks confirm that the pieces are secured.
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Step 4 
Install the mounting bracket using the supplied screws. Install the “Decora” style wall plate using screws supplied with the wall plate.
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WIRING
GreenBus is a low-cost, high reliability communication standard used to report occupancy status signals, daylight  readings and user 
inputs received via Wired Wallstations to the Wattstopper PLUS System.
The GreenBus wiring originates at the Wired Manager and propagates in a daisy-chain from module to module (or other compatible 
equipment).
GreenBus wires should not be crossed and are polarity independent. A short GreenBus jumper can be used to interconnect ganged 
wallstations. GreenBus wires can be inserted into either of the 2-ports. Press the corresponding button to insert the wires.
To remove the wires, press the corresponding button and pull the wires out while rotating them in a circular motion.
NOTE:	GreenBus must be laid out as per supplied system layout drawing. If the devices are connected with a method other than daisy-

chain, this must be indicated to a Wattstopper Representative for approval before wiring. If changes are required, determine 
an optimum wiring path utilizing the supplied prefabricated cables, based on the position of luminaires, sensors and Wired 
Wallstations. The number of modules on each chain is limited since the modules obtain power via the GreenBus cable.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA


