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Catalog Numbers • Numéros de Catalogue • Números de Catálogo: LMPC-600-LENSCVR, LMPC-600-LENSCVR-1,  
LMPC-600-LENSCVR-5
Country of Origin: Made in China • Pays d’origine: Fabriqué en Chine • País de origen: Hecho en China

SPECIFICATIONS
Field Replaceable Lens Cover Assemblies
	 LMPC-600-LENSCVR............................Wide Angle/Extended Range
	 LMPC-600-LENSCVR-1...................................................High Density
	 LMPC-600-LENSCVR-5.............................High Bay/Extended Height

See page 2 for coverage charts.

The DLM Wireless LMPC-600 series occupancy sensor 
lens cover can be field replaced or upgraded to support 
multiple PIR lens coverage patterns.

REMOVING AND REPLACING THE LENS COVER ASSEMBLY

Remove Lens Cover
1.	 Unmount sensor if installed and remove battery.
2.	 Locate the Config button (the small target icon) on the front.
3.	 Carefully insert a small flat blade screwdriver between the lens cover and base of 

the unit directly below where the Config button is located, and gently pry until the top 
cover begins to hinge open.

4.	 Once cover is hinged open as shown, twist to fully separate the cover from the base.
NOTE:	With cover removed, use caution not to touch the circuit board, doing so may 

damage the unit.

Install New Lens Cover
1.	 Align the hinges on the replacement cover with the hinges on the base unit, as shown.
2.	 Press down evenly near the hinges and the Config button until the cover snaps on.
3.	 Insert the battery back into the unit and mount the sensor in desired location.

NOTE:	When mounting the sensor, it’s best not to Press and Hold or tap the config button. 
This could result in changing setting sensors. 

Config Button

Hinges
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA

COVERAGE PATTERN
The LMPC-600 provides a 360° coverage pattern. The coverage shown represents maximum coverage for walking motion at a 
mounting height of 10 feet, or 40 feet for the extended height lens.
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High Density Lens

LMPC-600-LENSCVR, wide angle/extended range lens
LMPC-600-LENSCVR-1, high density lens
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LMPC-600-LENSCVR-5, high bay/extended height lens


