PW Ladder Cable Tray
Straight Section

7625
6"H Side Rail Tray
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Tray Width | Tray Weight *
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. Material: Pultruded from Glass Fiber Reinforced 6 4.63
Fire Retardant Polyester Resin 9 4.76

. Finish: Plain 12 4.9]

. Bottom: Ldr = 1" square tube rung 18 5'20

. Construction: M10x30 Hex Bolts with Expansion .
Collets and Adhesive 24 5.49

. Tray Design: Tray construction and markings 30 578
are per the latest edition of NEMA Standards 36 6.05

. NEMA Class: 20C :

SUPPORT SPAN (FT.)
6 8 10 12 14 16 18 20
SAFE LOAD DATA (LBS./FT.)/ DEFLECTION MULTIPLER / SAFETY FACTOR 1.5
204 |0.011| 156 | 293 | 123 | 3.54 | 100 | 4.38

FIBERGLASS STRAIGHT SECTION CATALOG NUMBERING EXAMPLE:

BOTIOMTYPE «— 09-7625-0020-24
06 - & Rung Spacing T _E" WIDTH
TH

09 - 9" Rung Spacing L
12-12" Rung Spacing LENG 06 -4
TRAY SYSTEM 9010 100" 095

NUMBER 0020 - 200" 12-12"
This identifies the ;: - ;i"
specific tray design -
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