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Catalog Numbers • Les Numéros de Catalogue • Los Números de Catálogo: LMFI-111
Country of Origin: Made in China • Pays d’origine: Fabriqué en Chine • País de origen: Hecho en China

SPECIFICATIONS
Input Voltage........................................................120/277V, 50/60Hz
Standby Power............................................................................<1W
Supply Current.....................................................................0.012-3A
Relay Output Load Type: E-Ballast.............................3A@120/277V
1–10V Output............................................ 1–10VDC, 10mA, Class 2
Digital Output.............................................. 16VDC, 100 mA, Class 2
1–10V Output Current............................................................... 10mA
Wiring.............................................................................. 18–20 AWG
Connection DLM Network..............Connection Only Thru LMFS-601
Operating Temperature...............................-4 to 149°F (-20 to 65°C)
Storage Temperature.................................-13 to 185°F (-25 to 85°C)
Relative Humidity.................................. 10 to 80% (non-condensing)
IP Rating...................................................................................... IP20
UL/CUL Listed to UL60730: Type 1.B Action, Operating Control, 
Pollution Degree 2, Impulse Voltage Rated - 4KV, Independently 
Mounted, For Control of Electronic Ballast.
The installation, maintenance and electrical wiring must be done by 
qualified person(s).

DESCRIPTION
The LMFI-111 is a power converter and is intended to be wired to a fixture’s 1–10V LED driver to control light levels. It is to only be used 
in conjunction with the LMFS-601 when the lighting fixture is utilizing a 1–10V LED driver and not a DALI driver that can provide bus 
power. 
The LMFI-111 receives commands from the LMFS-601 via the DALI bus in which the two devices are connected. The LMFI-111 
internally converts the commands into a 1–10V analog signal to the connected lighting load. The LMFI-111 acts as an interface between 
the LED load and the LMFS-601. It takes in line voltage and converts power to the LMFS-601 via the DALI bus. There is no RF module 
inside the LMFI-111. It communicates only with the LMFS-601 to which it is connected, and not to any other DLM wired or wireless 
devices.

Installation shall be in accordance with all applicable regulations, local 
and NEC codes. Wire connections shall be rated suitable for the wire size 
employed. 
For Class 2 DLM devices and device wiring: To be connected to a Class 2 
power source only. Do not reclassify and install as Class 1, or Power and 
Lighting Wiring.
Use Copper Conductors Only.

INSTALLATION
The Fixture Interface is designed to be mounted 
inside fixtures and NEMA rated enclosures. Sheet 
metal screws can be used to mount the LMFI-111 to 
the fixture housing. Please refer to the dimensions 
for screw hole mounting below. 
Fixture manufacturers are expected to maintain 
the integrity of The Wattstopper Fixture Interface 
and can ensure installation and wiring is correct 
by performing the LMFS-601 end of line test cycle. 
End of line test information located on the LMFS-
601 installation instructions.
NOTE:	Strip 8-9mm on the wire insulation and 

insert end in terminal by pushing down on 
the terminal button to connect or disconnect 
wire.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA
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NOTE: Do not mix drivers from different manufacturers in the same fixture.

Up To Eight Ballasts/Drivers May Be Connected

LMFS-601 with multiple 0-10V LED Drivers and LMFI-111 Fixture Interface

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful 
interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

•	 Reorient or relocate the receiving antenna.
•	 Increase the separation between the equipment and receiver.
•	 Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
•	 Consult the dealer or an experienced radio/TV technician for help.

Caution: The user is cautioned that changes or modifications not expressly approved by the party responsible for compliance could void the user’s 
authority to operate the equipment.

WARNING: DISCONNECT 
POWER BEFORE SERVICING.


