
Wattstopper 
®

Lighting Control Panel Power Supplies

Installation Instructions • Instructions d’Installation • Instrucciones de Instalación
No: 33532 – 6/24  rev. 1
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SPECIFICATIONS
HPSM115/277..............................115 or 277VAC 50/60Hz
HPSM115/347..............................115 or 347VAC 50/60Hz
P115/277......................................115 or 277VAC 50/60Hz
P115/347......................................115 or 347VAC 50/60Hz

DESCRIPTION AND OPERATION
The HPSMxxx and Pxxx are the power supplies for Wattstopper Lighting 
Control Panels.
Each power supply model supports specific voltages and will function with 
either 50 or 60Hz. (Consult your bill of materials for the model of power 
supply that has been shipped.)
Pxxx power suppplies are used in the LP Panels. HPSMxxx power supplies 
are used in LMCP Panels and the older, discontinued Complete Control 
Panels.
A complete panel assembly also includes one each
of the following:

•	 Tub
•	 Interior with relays
•	 Cover

Features
•	 Internal overcurrent protection. Transformer automatically goes off 

when overloaded and resets when the fault is removed.
•	 One or two 40VA transformers, depending on the model. The 

transformers provide a stable power source, ensuring an adequate 
supply for relays and any user-installed accessories that draw power 
from the panel.

•	 MOV voltage spike protection. Metal oxide varistors protect all 
downstream electronics from powerline voltage spikes.

Before starting, read the instructions on the reverse side. If you have 
any questions, call our Service Team at: 800-879-8585.

Pxxx Power Supply (P115/227 shown)

HPSMxxx Power Supply (HPSM115/227 shown)
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA

MOUNT THE POWER SUPPLY
Always install the power supply into the interior before installing the interior 
in the tub.
For all interiors, mount the Power Supply to the opening in the interior frame 
as shown below. Secure the Power Supply to the frame at the top and bottom 
using the captive screws provided. For the LP8 panel, also secure the transformer to the stand-off found on the panel insert.
Install the interior in the tub on the mounting studs and secure with the included hardware.

WARNING: TURN THE POWER OFF AT 
THE CIRCUIT BREAKER BEFORE WIRING.

If replacing a power supply on an older 
Complete Control Panel, remove the card 
cover in the interior in order to access the 
power supply mounting opening.

Mount the Power Supply to the interior.

WIRE
Connect the green ground wire to grounding screw in the tub.
CAUTION: Verify your voltage matches the voltage supported by 
the power supply you are installing. Wiring to the incorrect voltage 
terminal may result in damage to the Power Supply and/or the 
interior, and will void the product warranty.
Remove the CAUTION label covering the terminals. Note that each 
model of transformer has separate terminals for different voltages. 
Wire to ONLY ONE of these terminals. Match your input voltage to  
the correct terminal.

POWER UP AND TEST
Before applying power to the panel, attach the panel cover to the 
tub. Plug in the Power Supply’s yellow 5-pin connector to the power 
terminals marked J1 on panels with a single motherboard. For LP 
series panels, plug the connector into the J2 terminal on the power 
supply (PS) module.
On Complete Control panels, replace the card cover.
Apply power to the circuit. Check that the power LED is on (both 
power LEDs on Complete Control and LP panels).
For emergency service or support, call our Service Team at: 
800-879-8585.
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277VAC Supply

HPSM/P 115/277 wiring
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347VAC Supply

HPSM/P 115/347 wiring

Wire line-voltage connections 
to the appropriate terminals.


