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CAUTION: TERMINATE TRACJACKS PER SPECIFIED 

WIRING SYSTEM ‘T568A’ OR ‘T568B’. 

NOTE: WHEN TERMINATING 

CABLES TO TRACJACKS, LACE 

WIRES FROM THE CENTER TO 

THE OUTSIDE OF THE MODULE, 

AND PUNCH DOWN WITH 

TERMINATION TOOL. 

 

`THIS DEVICE IS INTENDED FOR 

INDOOR USE ON 

COMMUNICATION LOOP 

CIRCUIT WHICH HAVE BEEN 

ISOLATED FROM THE PUBLIC 

SWITCHED TELEPHONE 

NETWORK' 

WIRING CHART 

110 BLADE 

REQUIRED TERMINATION TOOL 

60300005 (TOOL & BLADE) 

60300006 (BLADE ONLY) 

RECOMMENDED 

STRIPPING TOOL 

60300032 (TOOL) 

"PUNCH BUDDY", TRACJACK HOLDER 

SUPPLIED WITH FULL CARTONS OF 

TRACJACKS OR UNDER PART # TJPB5PK 

(5 PACK) 

ALTERNATE 

CABLE ROUTING 
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TRACJACK MODULE TERMINATION 

STEP 1: FEED STATION CABLES THROUGH FACEPLATE. MOUNT FACEPLATE TO WALL WITHOUT MODULES INSTALLED. 

STEP 2: STRIP 2" OF CABLE JACKET OFF STATION CABLES. 

STEP 3: LOAD TRACJACK AS SHOWN BELOW, BY SLIDING INTO ACCEPTING GROOVE ON PUNCH BUDDY UNTIL FULLY 

SEATED. 

              DO NOT LOAD TRACJACK FROM THE TOP, THIS MAY DAMAGE TRACJACK OR PUNCH BUDDY. 

STEP 4: LACE COLOR CODED WIRE PAIRS INTO 110 TERMINATION. 

STEP 5: PLACE PUNCH BUDDY SHORT SURFACE ON SOLID FLAT SURFACE, THEN USING A SINGLE WIRE 110 TOOL TERMINATE 

PAIRS.  

              (SEE DIAGRAM BELOW) 

STEP 6: REPEAT STEPS 3 THRU 5 UNTIL ALL TRACJACK MODULES ARE TERMINATED. 

STEP 7: SNAP TRACJACK MODULE INTO FACEPLATE, OR SET TRACJACK MODULE INTO BASE OF SURFACE MOUNT BOX. 

INSTALLED 

TRACJACK 

4 PORT 

FACEPLATE 

4 PAIR CABLE 

TRACJACK 

BEING 

TERMINATED 

PLACE PUNCH BUDDY 

ON FLAT SURFACE WHEN 

TERMINATING 4 PAIR CABLE. 

SLIDE TRACJACK INTO PUNCH BUDDY 


