Red Lighting

[\ ( TTTTTTTTTTTTTTTTTTT
LMRC—211
Neutral Wht Q Single Relay

B On/0ff/0—10V Dimming
g Unswitched | | Room Controller
5 Hot Blk |
120/277 f
3 Earth @@ )10
R Ground O 0o o O
N
w

\ L

Iz

\{ ‘O‘
N | |
& g
E \\

Load

0—10VDC Dimming
Ballast required.

Class 2 0—10 Volt
Control Wiring

LMRJ Series Pre—Terminated
Cables or CAT5e. Free Topology

ITTOTTET S

:

LMDM—=101 Digital
Dimming Wall Switch

& Splitter Acceptable

(As Needed)

e —

{I—
[

/%

8 ——— Corner mount Sensor shown

———— with pigtail & supplied
coupler. Ceiling mount
Sensor has two RJ45 ports.
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|.DEVICES ARE PRESET FOR PLUG n’ GO™ OPERATION,

- ADJUSTMENT IS OPTIONAL. Sequence of Operation: In this
|'configuration the LMRC—211 defaults to manual—on/automatic—off
operation. Enhanced room controllers support up to 64 loads and
- 48 devices per DLM local network. At system startup, default
]"fdimmimg parameters are established including: levels for presets

- 1—4; fade times; and fade and ramp rates. Dimming and system
.parameters may be customized. For full operational details,
Ladjustments and more features of the product, see the DLM

[ System Installation Guide at www.wattstopper.com

WattStopper-

800-879-8585

Title

LMRC—211 Single Relay
0—10V Dimming Wiring Diagram

Scale

None

Drawing#

Date

90—211 08,/31/11

Rev.

2




