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FEATURES AND OPERATION OVERVIEW

OVERVIEW

The new Equinox App™, is a Vantage™ exclusive, industry revolutionizing, approach to whole-home control using your existing 
Android™ and/or Apple® iOS™ tablets and smart phones. The exact, same Equinox App is used in the new Vantage Equinox 
73™ in-wall touchscreen; so, when switching devices, iPhone® to iPad® to Android tablet to Android smart phone, and back to 
in-wall touchscreen, the user experience is the same and the learning curve is eliminated. Widgets are displayed in a dashboard 
arrangement providing effortless control and feedback status of the Vantage System. Each widget’s content has been carefully 
created to provide the most common interface controls. Widgets are self discovering, eliminate countless hours of tedious 
programming. Enjoy easy navigation and control, with real time feedback, of lighting, audio, video, climate, weather, security, 
cameras, and more. Widgets may be further customized and additional controls accessed, directly from the touchscreen device.

•	 Landscape orientation for Equinox 73 and compatible tablets
	 - View three widgets at a time
•	 Portrait orientation for smart phones, iPods, etc.
	 - View one widget at a time with a simple swipe or drop-down widget menu for selection of widgets
•	 Equinox widgets use proprietary, auto discovery technology for fast automatic screen design
•	 Equinox widgets use a consistent user experience, eliminating learning curves switching interface devices
•	 Equinox touchscreens, Android tablets and phones, and iPhone, iPod, and iPad Apps all use matching Equinox widgets
•	 Top of screen displays: 

	 - (left) mini-weather widget for current conditions and temperature, via Vantage weather service
	 - (center) time of day
	 - (right) selected profile
•	 Profiles; customize dashboard and hardware settings:
	 - Available widgets are dependent on system design and drivers used in the Design Center project
	 - Show or hide available widgets, based on profile, by selecting or unselecting them
	 - Create multiple profiles for different areas, users, or time of day
•	 Middle of screen automatically displays three widgets in a dashboard layout as illustrated. Smaller screens, typically phone sized 

screens, only display one widget at a time

•	 Widgets are automatically created (some widgets are only created when the Design Center project file contains the appropriate 
driver and/or object)
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•	 The Scenes widget allows the creation of personal scenes that can include lighting, music, climate schedules, and other 
InFusion system controls directly from the App – no computer connection required to setup scenes. Equinox 73, may also have 
scenes created in Design Center that will automatically be assigned to the default profile.

•	 The Audio widget allows control and live status feedback of sources and zones using Vantage supported drivers
•	 The Video / Theater  widget allows control and feedback of multi-zone video source and zones, or home theater-single zone, 

multiple source applications, using Vantage supported drivers
•	 The Weather widget automatically selects Design Center’s weather locations that have been pre-setup in Design Center and it 

allows additional weather locations to be added directly from the Weather widget
•	 The Climate widget allows control and feedback of Vantage thermostats and driver supported thermostats
•	 The Lighting widget allows control and status feedback of selected lights at the dashboard level. All lights may be seen when 

entering full page mode
•	 The Security widget allows control and monitoring of driver supported security systems
•	 The Cameras widget allows live streaming of IP enabled cameras using supported camera types
•	 Bottom of screen, on some tablets, display the tablet’s menu
•	 Customize widget settings with a press and release of the upper right section of each widget –
•	 Button text changes color for status.
	 - White = off and ochre = on. 

 20.	 Dimmable load tasks and volume controls display a horizontal load/volume level indicator in addition to text.
	 - Example: 

•	 In addition to text and level indicators, dimmable loads and volume controls also display               ,  –/+ (minus/plus) buttons that 
support press and hold for fading/ramping or press and release for stepping

•	 Each mobile device running the Equinox App requires a license. See Additional Equinox App Licenses on next page

SYSTEM REQUIREMENTS
Compatible with InFusion Design Center version 3.2 software or higher. For new projects it is recommended that firmware and 
software be kept to the most current release.

Description
Initial Available Status

Initially Available Requires Supported Driver/Object
Setup in Design Center

Scenes •
Audio •
Video/Home Theater •
Weather •
Climate •
Lighting •
Security •
Shades •
Timers •
Cameras •
Pool and Spa •
More to Come

SPECIFICATIONS
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EQUINOX WIDGET SPECIFICATIONS

DESCRIPTION
SPECIFCATION Requires Supported Driver/Object

Setup in Design Center
Vantage recommends that firmware and software always be kept to the most current version supported by hardware.

 These are minimum recommendations.

Android Tablets •
Android Phones •
iPad •
iPod •
iPhone •
Available free storage**
All 

•

Security •
Shades •
Timers •
Cameras •
Pool and Spa •
More to Come

*Specifications subject to change without notice.	 ** Free memory storage dependant on system complexity.

PART NUMBER
DESCRIPTION

EQ73TB-TI-II
EQ41TB-TI

Equinox App License 1; each Equinox 73/41 series station connected adds one more license

Additional Equinox App Licenses via Controller SD Cards
EQ-APP-5 Equinox App License 1-5

EQ-APP-10 Equinox App License 1-10

EQ-APP-X Equinox App License Unlimited

DEVICE CONSISTENCY AND CONTROL
Equinox Widgets provide complete control wherever you are from In-wall devices to mobile devices. The Equinox App and 
accompanying in-wall touchscreens provide a simple interface for managing any environment. 

INSTALLATION
Installation and use of Vantage’s Equinox App is designed for today’s tablets and smart phones. The App is easy to install. A valid 
liscene is needed for each equinox device connected to a Vantage System for uninterrupted operation. See table below for liscensing 
information. Please contact your Vantage dealer for license purchasing options and help.

IN-WALL APPLE® and ANDROID® MOBILE



4No: IS-0550 – 08/17  Rev. 1 4

NAVIGATION
Equinox widgets use three levels of user interaction, creating a unique balance between simplicity and customization. Navigation is 
simple across all three levels.
LEVEL 1: DASHBOARD - where 90% every day control is used
LEVEL 2: FULL SCREEN - access more options on the selected widget
LEVEL 3: EDIT MODE - edit and customize the selected widget

QUICK START STEPS AND APP DOWNLOAD INSTRUCTIONS
1. Make sure your Vantage System has one or more available Equinox licenses. Configurations for licenses are detailed in the 
Additional Equinox App Licenses table. Please contact your Vantage dealer for licensing options.
2. Place the Equinox license SD Card in the InFusion Controller. It is recommended to replace the existing SD card. Remember to 
select the option to Write to Memory Cards next time (and periodically) the system is programmed from Design Center to completely 
update the new SD card.
3. Make sure the Design Center project has been programmed with an Equinox Mobile Passcode, and an Equinox Admin PIN. 
In Design Center click on Settings | Project Information | Owner and fill in the Equinox Mobile Passcode and the Equinox Admin 
PIN. After the codes are entered, the system must be programmed or updated. Passcodes are case-sensitive and may consist of 
letters and numbers, the Admin PIN field must be numbers only. The Equinox App will not be able to run without the Equinox Mobile 
Passcode code and Profiles will not be secure without the Equinox Admin PIN number.
4. For the Android tablet or phone, download the Vantage Equinox App from Google Play. Search for Vantage Equinox. Select 
Vantage Equinox for Android tablets or Vantage Equinox for Android phones. For the iPad, iPod, or iPhone, download the Vantage 
Equinox App from the App Store™. Search for Vantage Equinox. Install the App as part of the download/selections.
5. Launch the App and follow the on-screen prompts in the Setup Wizard. 
6. For detailed help continue reading these instructions.
7. IMPORTANT:  For remote connections to mobile devices, forward port 41101 to the InFusion controller’s IP address.

L e v e l 1 

L e v e l 2  

L e v e l 3  

d a s hb o a r d  

full s c r e e n 

e d it  m o d e  

 

Level 1: Dashboard Level
The Dashboard Level is where users spend most of their time. 
Users can swipe among available widgets, with three widgets 
visible at a time. To see more detail in any widget, press the 
discovery dots      to reveal the Full Screen Level.

Level 2: Full Screen Level
At the Full Screen Level see more detail on the selected widget. 
For example the full screen level for the scenes widget, will show 
the dashboard level buttons on the left side and more scenes on 
the right side. The scenes on the right may be scrolled through 
with up/down gestures to the list to quickly access unlimited 
scenes. The edit mode can only be accessed from the full screen 
mode. To enter the edit mode of the current widget, press the edit 
widget icon      in the upper right side of the display to reveal the 
Edit Mode Level. 
Tip: Design Center allows up to 15 scenes that may be pre-programmed, however, 
the number of scenes in the widget is not limited. Remember each Profile can have 
a different set of scenes; this helps to keep the scene list manageable in each 
profile.

Level 3: Edit Mode Level
Edit and customize the selected widget at the edit mode level. 
For example, in the scene widget, scenes may be dragged 
to customize scene order; also, edit, delete, create and other 
possibilities are self-evident when editing widgets. Each widget’s 
edit mode level is unique to that widget. Additional edit screens 
automatically open depending on what is being edited.

NOTE: Information and screen shot appearances are subject 
to change however, general concepts typically do not change. 
Regular updates in instructional materials from Vantage will 
occur periodically; please check the Vantage Dealer site for 
latest instructions at http://dealer.vantagecontrols.com/. For 
best results, print this document in full color.

BINDING METHODS AND DRIVER IMPLEMENTATION
Zone Switching Implementation

Drivers utilizing switching for the Equinox must support the AVZone2 model with implementation of the AVZone2, AVSource, 
Power and Volume2 interfaces

Media Server Implementation

Media server support must implement the data provider interface using the Equinox data model
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DETAILED INSTRUCTIONS: MOBILE DEVICE SETUP WIZARD INSTRUCTIONS
Setup Wizard Steps to Connect Mobile Android and iOS Devices
Pre-Install Notes for Mobile Devices: 
After installing the Equinox App onto a tablet or smart phone, the Setup Wizard automatically runs the first time the App is launched. 
Follow these easy steps to connect the mobile device to the Vantage system.
	 • Android and iOS mobile devices require a passcode and it is recommended to have an Admin PIN. Set these up In Design 		
 Center by clicking on: Settings | Project Information | Owner | Equinox Mobile Passcode and Equinox Admin PIN
	 • Program the system before the mobile App is launched. A passcode will be required to complete the Setup Wizard steps.
	 • A license is required for each mobile device connected to avoid on-screen notifications, no valid license found – see 
	  Additional Equinox App Licenses
	 • Equinox 73 does not use the setup wizard; they are configured to the system via their internal serial numbers in Design Center

Equinox App License
Before connecting, the InFusion System must have one available Equinox license in order 
for the App to run without interruption. One additional license is provided for each Equinox 73 
station connected to the InFusion System. Multiple license packages are available on Controller 
SD cards. Proper licensing prevents the, recurring, error shown at the left.

1. Install the App following the portable device’s App installation process. Go to Google Play for 
Android and the Apple Store for iOS devices; search for Vantage Equinox.

2. Launch the App and press the highlighted icon as shown at the left.

3. Select the language and then press system in the lower right side of the screen or slide the 
screen to the left as shown.

4. Enter the IP address of the InFusion Controller on the InFusion system.

5. For remote access* ability, select and enter the remote ip address.
	 * For remote access, forward port 41101 to the InFusion controller’s IP address
	   in your router’s settings

6. Tab the connect button to connect to the system.

7. A passcode is required, enter the Equinox Mobile Passcode: entered in Design Center 
under, Settings | Project Information | Owner.
8. If the passcode is incorrect the system will prompt for the correct passcode until correctly 
entered. Passcodes are case sensitive and may consist of characters and numbers.
9. When the correct passcode is entered the Equinox App will automatically configure to the 
system and, when finished, it will open the profiles page.

10. On a new, first time, portable device, the system will prompt the user to create a profile. 
Press new profile and enter a new profile name from the pop-up keyboard. Tip: Keep profile names 
short to fit on tablets and smart phones. With few exceptions, new profiles may be created here when the setup 
wizard is running on a new mobile device. Managing, creating, and deleting profiles is always available, from inside 
the App, when the App is running.

vantage equinox

serial
xxxxxxx

ok cancel

passcode is required

please enter your system passcode

ok

Warning
NOTE: •	If the mobile device has already been configured to the 
system but has been used on another system and or the device’s 
data has been cleared, then after pressing the button in step 2 
above, the App will launch. Either message at the left may appear in 
similar scenarios.
If the data has been cleared on the InFusion Controller, then the App 
should go through the setup wizard steps.

no valid license found
please contact your authorized vantage dealer

ok

passcode is required

please enter your system passcode

ok

passcode incorrect

contact your vantage dealer if you are
unable to remember your passcode
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Setup Wizard Steps to Connect Mobile Android and iOS Devices (continued)

11. Confirm that the new profile wanted is selected.

12. Press the lower right side of the screen, or swipe the screen, to continue to the widgets page.

13. Press the circle to place or remove the checkmark for each widget wanted. The widgets wanted 
may also be selected/deselected in Design Center. 
14. Press and hold grid icon to slide the selected widget up/down in the list to change the order.

15. Press the modify button to select a default room and from the pursuing screens select the floor 
and then the room wanted. The default room selected, in this step, will automatically populate the 
lighting widget, for the chosen profile, when setup is finished.
16. Press either fahrenheit or celsius for all temperature displays  (default = fahrenheit)
17. Press 12 or 24 hour clock display. (default = 12 hour)
18. Press the lower right side of the screen, or swipe the screen, to continue to the summary page.

19. Confirm settings on the summary page.
NOTE: If changes are wanted, press the lower left or swipe the screen to move back to previous pages.
20. Press save to conclude the setup wizard.

NOTE: On larger systems it is recommended to let the entire system have a few minutes when first programmed or
re-programmed to allow all peripheral equipment related to the Infusion System to configure and finalized metadata
and status information.
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DEVICE SETTINGS (continued)

6. Scroll down to the next device screen for:

•	 Firmware version – connected: true (false)

	 - App version – xx.xx.xx (used in diagnostics)
	 - Kernel version – version and date (used in diagnostics)
	 - Rootfs version – xx.xx.xx (used in diagnostics)

•	 Controller ip address – local controller’s IP address to connect to

•	 Remote ip address – remote connection – typically not used with the
       Equinox 73 station

•	 Reconnect – forces attempt to reconnect to the InFusion system

7. Scroll down to the bottom of device screen:

•	 Reset user settings – clears the current IP information when the device is 
restarted through power cycle or reboot method. (use reconnect after using the 
reset button)

device

o
p

ti
o

ns

reset user settings

app version: X.X.X.X
kernel version: x.x.x.x.x tue mar 12 15:57:16 mdt 2013
rootfs version: xxxx

controller ip address

local ip address

remote ip address

xxx.xxx.xxx.xxx

xxx.xxx.xxx.xxx

reconnect

device

o
p

ti
o

ns reset user settings

kernel version: x.x.x.x.x tue mar 12 15:57:16 mdt 2013
rootfs version: xxxx

controller ip address

local ip address

remote ip address

xxx.xxx.xxx.xxx

xxx.xxx.xxx.xxx

reconnect

reset

WIDGETS OVERVIEW

For detailed information about widgets, click on file to load widget instructions
	 Widget Instructions   Equinox Widgets_install.pdf

EQUINOX 73 MOUNTING RING ADJUSTMENT TOOL

Locate this tool-card shipped with the Equinox 73. Inside the wall box is a rectangular ring that must be parallel with the wall surface 
and 1” behind the wall surface on the left and right sides. Loosen the two inside screws and use this tool to set the mounting ring 
depth at 1”.

EQUINOX 73 1”
MOUNTING RING

ADJUSTMENT TOOL

MOUNTING RING

WALL SURFACE
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CLEANING
•	 Dampen a soft cloth in water and wring-out to barely damp
•	 Use a light buffing motion to wipe clean
•	 Do not take the station apart
•	 Never spray station with any cleaners

NOTE:
Please reference local and NEC codes for appropriate 
electrical and communication install methodology

CAUTION: Left and right speakers are exposed.
Use extreme caution handling, installing, and

removing.  Do not accidentally touch or push in
on the speaker cones to avoid damage to either speaker.

800.879.8585
www.legrand.us/wattstopper
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.
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