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FEATURES AND OPERATION OVERVIEW

OVERVIEW

Vantage’s Equinox 40 LCD Keypad has been  designed to be located in the same space as a traditional 
keypad, installed in a single gang wall box. Scalable designs from one, two, or three pages allow a 
perfect fit in most areas. Each keypad can be configured with three independent mini-widgets, making 
this an eloquent choice for areas where lighting, AV control, climate control, etc., are wanted, without 
the added cost of a fully functional touchscreen or the wall clutter of multiple gang keypads. Equinox 40 
introduces Vantage’s commitment to a consistent user experience interface across touchscreens, tablets, 
and smart phones. The interface uses intuitive gestures; swipe left and right to change pages, touch and 
release for normal button operation, or press and hold for dim-cycle, volume controls, etc. 

•	 Fits US/European single-gang box or low voltage bracket.
•	 Available in a “Black Glass” finish.
•	 Power & communication over station bus.
•	 Accepts Six-wire pigtail with all functionality.
•	 Update firmware from Design Center. NOTE: Screen turns a gradient green during a firmware update.
•	 Built-in ambient light sensor for “Active,” AUTO mode screen brightness.
•	 Built-in proximity activation, 6” maximum, may be programmed to execute a task with a hand wave across front of station. 
	 - Proximity trigger will not re-trigger for 30 seconds after no keypad usage or when the plus/minus signs disappear
	   (see Steps moving from active to inactive, page 4).
	 - Re-triggering may also be controlled through task logic. 
•	 Up to three LCD pages available through Design Center programming.
•	 Each LCD page may have up to 5 scene buttons depending on exclusion of AV mini-widget.
•	 Raise/Lower graphical buttons via minus / plus (-/+) for dimmable loads and volume control.
•	 Text tracks status using two fixed colors for ON and OFF.
•	 Dual operation mechanical button, bottom left and right;
	 - Left navigates to home screen or settings screens with press and hold
	 - Right may be programmed from Design Center.
•	 Self discovering widgets for fast setup & programming.
•	 Five programmable event sounds through Design Center.
•	 Headers; select one of the following as a page header:
	 - Empty – displays nothing in the header;
	 - Temperature (only select one);
		  • Internal temperature
		  • External temperature
		  • Heat set point
		  • Cool set point
	 - Thermostat (select one thermostat only);
		  • Displays internal temperature
		  • Displays current mode setpoint – setpoint is adjustable via minus / plus (-/+) buttons 
		  • Displays current mode – blue graphic for Cool, red graphic for Heat, blue and red graphic for Auto,
		    and gray graphic for Off
		  • Displays the word “heat” or “cool” and the current mode graphic becomes more vivid when system
		    is actively heating or cooling
	 - Time – HH:MM format;
		  • twelve hour clock only
	 - Weather;
		  • Displays current outdoor temperature and a graphic of current conditions.
•	 AV mode – selecting an AV zone replaces bottom two scene buttons on all three pages with pre-designed common AV interface 

controls.
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•	 Local settings (accessed by a press and hold of Home button);
	 - Volume (touch interaction audio feedback)
		  • Minus / plus (-/+) touch interaction volume
		  • Off when dark checkbox
	 - Settings
		  • Auto Mode option
		  • Active & Inactive brightness settings
		  • Advanced
			   - Low trim – sets minimum brightness percentage for auto mode,
			   - Motion sense – sets proximity sensor’s sensitivity.
		  • Off When Dark option.
	 - Station information
		  • Firmware, graphics, boot code & eprom versions 
		  • Serial number
		  • use infusion settings,* (Design Center settings) option.
*NOTE: to unselect use infusion settings change any setting on the Sound or Brightness setup screens.
•	 Possible Screen Combinations:
	 1) Header, Scenes, Audio, 2) Header, Scenes, 3) Scenes, Audio, 4) Scenes only.
•	 Station Reset – simultaneously, press and hold both mechanical buttons for one second. Do not touch the screen when first 
	 powered or during the reboot process.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.
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