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Polarity for BLUNT-acclAIM™ 48F Harness

Connector Leg 1 Connector Leg 2 Connector Leg 3
1 3 5 7 1 3 5 7 1 3 5 7

Connectorized legs are
numbered 1 through 6
with clip on labels

2 4 6 8 2 4 6 8 2 4 6 8
Connector Leg 4 Connector Leg 5 Connector Leg 6
Connector Leg 1 Connector Leg 2 Connector Leg 3
|12345678||1234 5678||12345678|
|1 2 34567891011 12| |13 1415161718192021222324|
12 Fiber Blunt Subunit 1 12 Fiber Blunt Subunit 2
(1 black stripe) (2 black stripes)

Ribbonized legs are
| numbered 1 through 4

# & with black stripes

12 Fiber Blunt Subunit 3 12 Fiber Blunt Subunit 4
(3 black stripes) (4 black stripes)
|25 26 27 28 29 30 31 3233 34 35 36| |37 38 39 40 41 42 43 44 45 46 47 48|
|12345678||1234 56 7 8/t 234567 4
Connector Leg 4 Connector Leg 5 Connector Leg 6

Note: Cable construction employs rollable ribbons, which are bonded together like ordinary fiber ribbon, while still maintaining
flexibility. Consult the splice equipment manufacturer’s recommendations when mass fusion splicing rollable ribbons.
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Table 1: Polarity Chart for BLUNT-acclAIM™ 48F Harness

Note: Individual fiber ribbons are marked with a number of black stripes corresponding to the ribbon number.
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