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SOFTWARE PROVIDER CLIENT 

Challenge(s):
This client was looking for high-density server cabinets 
that could not only accommodate higher voltages and 
heat load, but also support a 2,000 pound weight load 
from redundant power cabling above. The client had three 
additional   requirements: the cable tray would need to be 
supported by the cabinets, not the ceiling; the contain-
ment system would need to be “self-supporting” from the 
ceiling grid, while not disturbing existing ceiling tiles; and 
network switch gear would need to be deployed in each 
server cabinet without taking any of the “U” space in the 
52U cabinets.

Result:
While other vendors presented proposals and sent a sample server cabinet, only Legrand provided a full  
proof-of-concept demonstrating the entire solution. We also worked directly with the client’s engineering 
team to preset all the equipment-mounting rails, cable managers, and PDU-mounting bars, eliminating 
hours of costly integration on site. Throughout the project and particularly during construction, Legrand’s 
internal team maintained constant contact with the contractor, their integration team, and the client to 
manage logistics and ensure the right material was  available on targeted dates. By providing a complete 
mock up of the solution, presetting rails and accessories, and  eliminating onsite scheduling delays,  
Legrand was able to deliver a complete solution that also reduced the overall  CAPEX cost of the project. 

Solution(s) Offered:
Legrand’s Cabinet and Containment division developed 
a “fully sealed” hybrid LX-style cabinet, already rated for 
2,000-pound capacity, to minimize air leakage. 8U Over-
head Mini-Racks were modified and installed on top of 
the LX server cabinets to house the network switch gear 
and solve cable-pathway challenges. The IDF PODs 
utilized the same base-cabinet design to optimize produc-
tion efficiencies while incorporating an adjustable exhaust 
chimney and fully-sealed rear door to avoid the issue of 
mixing hot and cold air. Legrand’s Contain-IT Flex solution 
was selected for its minimal weight, strength, and proven 
sealing  characteristics, and its standard bulb and flap 
seals  provided an excellent non-structural solution for fit-
ting against ceiling tiles and racks.

Client Overview:
Our client is a top global digital media 
and computer software provider. The 
client was looking to quickly deploy nine 
high-density, hot-aisle server-cabinet 
PODs with twenty cabinets each, along 
with six cold-aisle IDF PODs, each 
comprised of five cabinets, for a total 
of 210 racks. The key stakeholder was 
the client’s engineering team, which 
included both technical and economic 
decision makers involved in the overall 
data-center build.


