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Catalog Numbers: NWTL-211-1P-HW / NWTL-211-2P-HW
Country of Origin: Made in China

SPECIFICATIONS
Power
	 NWTL-211-1P-HW (Single Phase)..................... 120/277/347V
	 NWTL-211-2P-HW (Dual Phase)....................... 208/240/480V
Active Power......................................................................... 1000W
Radio.......................................................... 2.4GHz, , IEEE802.15.4
Range:..................................................................Up to 1000' range
Antenna: .......................................... IPEX Connector, 2.4 GHz gain
Security........................................................128-bit AES Encryption
Sensor Output............................................... up to 15mA @ 24VDC
0-10V Dimming, via ANSI 136.41 receptacle
Compliant with FCC part 15

DESCRIPTION AND OPERATION
The NWTL-211-1P-HW and NWTL-211-2P-HW are user configurable wireless lighting control nodes operating on IEEE 802.15.4, 
2.4GHz wireless self-healing technology. The NWTL-211 provides On/Off and 0-10V Dimming control and power monitoring, and is 
compatible with the ANSI 136.41 NEMA receptacle. It uses zero crossing circuitry for reliability and increased product life.
The NWTL-211-xP-HW is shipped as a hardware only node intended for use by OEM customers compatible firmware and system 
software. All compatible 3rd party software requires validation to ensure calibration of zero cross when used with 3rd party firmware.

BEFORE INSTALLATION
•	 Unpack the NWTL-211.
•	 Inspect the device for missing or broken pieces/components.
•	 Read all included instructions prior to use.

WIRING

Pin 3 Occupancy 
Sensor Output
(Orange Wire)

For Single Phase – 
Neutral
For 2 Phase –
L2 (Line)
(White Wire)

Pin 4 Occupancy
Sensor Input
(Brown Wire)

0-10V Dimming –
(Grey Wire)

Load
(Switched L1)
(Red Wire)

0-10V Dimming +
(Violet Wire)

L1 (Line)
(Black Wire)

MOUNTING
The NWTL-211 should be mounted in a vertical orientation; ensuring 
vertical polarity is maintained with the antenna. Fixed antenna devices 
must be mounted with antenna positioned vertically.
The NWTL-211 is designed to be plugged into the ANSI 136.41 twist-lock 
receptacle. Proper alignment should be verified by ensuring the high voltage 
prongs are installed in the appropriate (size-specific) slots on the receptacle.

INSTALLATION
1.	 Turn off all power at fuse or breaker box.
2.	 Ensure that the supply voltage matches the lighting voltage ratings.
3.	 Wire socket as indicated in wiring diagram.
4.	 Installation must be in compliance with NFPA National Electrical 

Code which requires both sides of an ungrounded single phase or 
multi-phase line be broken (article 410-48) for lighting loads.

5.	 To install the control, firmly place it into the socket and twist it 
clockwise until it locks into place.
NOTE:	 If the dimming function is not working, it is likely that a 

proper connection is not being made with the terminals on 
the NWTL-211. Confirm that the unit is locked into place.

NOTE:	The NWTL-211 socket must be mounted using a weatherproof 
washer.

WARNING: TURN THE POWER OFF AT THE 
CIRCUIT BREAKER BEFORE WIRING.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
pour une période de cinq (5) ans. Wattstopper 
ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA

To comply with FCC’s RF radiation exposure requirements, the antenna(s) used for this transmitter must not be co-located 
or operating in conjunction with and other antenna or transmitter.

NOTE:	The NWTL-211-xx uses a high power radio module not approved for use in Europe.
NOTE:	The NWTL-211-xx uses a high power radio module classified as a “mobile” device pursuant with FCC 2.1091 and must not be 

used at a distance of <20 cm (8”) from any people.

NOTE:	No rights or licenses under patents owned or controlled by third parties, express or implied, are granted to use third-party 
devices in combination with these products in a wireless mesh network, or to use third-party services to access, monitor or 
control these products in a wireless mesh network via the internet or another external wide area network. Separate license rights 
may need to be obtained from such third parties for such devices, combinations and services.


