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Carefully review and edit this section to meet the requirements of the project and local building code.  
Coordinate this section with other specification sections and drawings. 

Delete all "Specifier Notes" when done editing this section. 

SECTION 26 27 19 

MULTI-OUTLET ASSEMBLIES 

PART 1 - GENERAL 

1.1 CONDITIONS AND REQUIREMENTS 

A. The General Conditions, Supplementary Conditions, and Division 01 – General Requirements 
apply. 

1.2 SECTION INCLUDES 

A. Multioutlet system with hospital grade receptacles. 

1.3 RELATED SECTIONS 

Specifier Note: In this article, specify work specified in other sections that is related to work of this 
section. 

Specifier Note: In the following paragraph, retain one option and delete the other one. Coordinate with 
other specification sections. 

A. Section [09 51 00 - Acoustical Ceilings] [09 53 00 Acoustical Ceiling Suspension Assemblies]: 
Ceiling suspension system. 

B. Division 26 - Electrical: Electrical systems and components. 

Specifier Note: The following paragraph is a sample that may be used in this article.  Add to or delete 
from the following as appropriate for the specific project. 

C. Section [xx xx xx] – [Section Title]: [Include brief description of work specified in another section 
that is related to the work of this section.] 

1.4 REFERENCE STANDARDS 

A. National Fire Protection Association (NFPA): 

1. NFPA 70-2026 - National Electrical Code (NEC). 

1.5 SUBMITTALS 

Specifier Note: In this article, specify various types of data to be furnished by the contractor before, 
during, or after construction. Topics included in this article are product data, shop drawings, samples, 
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design data, test reports, certificates, manufacturers’ instructions, manufacturers’ field reports, 
qualification statements, and closeout submittals. 

A. Submit under provisions of Section [01 33 00] [______]. 

B. Product Data: Submit for multioutlet systems including product specifications and technical data. 

Specifier Note: Delete the following paragraph if not required for a specific project. 

C. Shop Drawings: For multioutlet systems. Include plans, elevations, sections, details, and 
attachments to other work. 

Specifier Note: Delete one of the options in the following paragraph. 

D. Samples: Submit [two (2)] [insert quantity] samples for each type of multioutlet system specified 
with required color and finish. Show standard color and finish ranges available. 

1.6 QUALITY ASSURANCE 

Specifier Note: In this article, describe qualifications, regulatory requirements, certifications, field 
samples, mock-ups, and pre-installation meetings. 

Specifier Note: Delete one of the options in the following paragraph. 

A. Manufacturer Qualifications: Firms regularly engaged in manufacture of multioutlet systems of 
the types and sizes required, whose products have been in satisfactory use in similar service 
for not less than [five] [10] years. 

B. Source Limitations: Obtain each type of multioutlet system through one (1) source from a single 
manufacturer. 

C. Multioutlet System: Comply with requirements of applicable local codes, NFPA and UL 
standards pertaining to multioutlet systems. Multioutlet strips comply with NFPA 70, Article 380. 
Base and blank cover meets NFPA 70, Article 386 and is cULus listed under File No. E4376 
Guide RJBT. Multioutlet assembly listed by cULus under File No. E15191 Guide PVGT. Fittings 
listed by cULus under File No. E41751 Guide RJPR. 

1.7 DELIVERY, STORAGE AND HANDLING 

A. Deliver multioutlet system in factory labeled packages. 

B. Store and handle in strict compliance with manufacturer’s written instructions and 
recommendations. 

C. Protect from damage due to weather, excessive temperature, and construction operations. 

PART 2 - PRODUCTS 

2.1 ACCEPTABLE MANUFACTURER 
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A. Basis-of-Design Product: The design for multioutlet system is based on the Wiremold® Plugmold 
2400 Series System manufactured by Legrand/Wiremold, 60 Woodlawn Street, West Hartford, 
CT 06110; telephone 877-295-3472; Web Site: www.legrand.us/wiremold. 

B. Substitutions will be considered under provisions of Section 01 25 00. 

Specifier Note: In the following article, retain only those products that are to be incorporated into the 
project and delete the others. 

2.2 MULTIOUTLET SYSTEMS WITH HOSPITAL GRADE RECEPTACLES 

A. Multioutlet systems with hospital grade receptacles shall provide code compliant power 
distribution in healthcare environments. 

Specifier Note: Retain options in the following paragraph as required for a specific project. If more 
than one (1) type is required retain the appropriate options and indicate location of each type on the 
Drawings. Retain the “RD” suffix with the catalog number if red receptacles are required instead of 
ivory and retain one (1) of the color options indicated in the paragraph text. 

B. Three Foot Long Multioutlet Assembly: Catalog No. V24HBGA312[RD]; three (3) 20 amp 
120 volt hospital grade duplex receptacles spaced at 12 inches on center; prewired with No. 12 
Type THHN conductors and snapped into base; [ivory][red] color receptacles. 

Specifier Note: Retain options in the following paragraph as required for a specific project. If more 
than one (1) type is required retain the appropriate options and indicate location of each type on the 
Drawings. Retain the “RD” suffix with the catalog number if red receptacles are required instead of 
ivory and retain one (1) of the color options indicated in the paragraph text. 

C. Six Foot Long Multioutlet Assembly: Catalog No. V24HBGA612[RD]; six (6) 20 amp 120 volt 
hospital grade duplex receptacles spaced at 12 inches on center; prewired with No. 12 
Type THHN conductors and snapped into base; [ivory][red] color receptacles. 

Specifier Note: In the following article, retain only those products that are to be incorporated into the 
project and delete the others. 

2.3 MULTIOUTLET ASSEMBLY ACCESSORIES 

Specifier Note: Retain as many of the following paragraphs required for the specific project. 

A. Couplings: Catalog No. 2401; 2 inches [51 mm] wide; for joining lengths of V2400 series 
raceway. 

B. Wire Clips: Catalog No. 2400WC; 1-inch [25 mm] wide; holds conductors in place in raceway. 

C. Cover Clips: Catalog No. V2406; 1-1/2 inch [38 mm] wide, non-metallic; used to cover joints in 
V2400 series raceway where lengths of cover or base adjoin. 

D. Ground Clamps: Catalog No. 24091; 1/2-inch [12.7] wide; provide with No. 10 ground screw; 
used with V2400 series raceway. 

E. Entrance Ends: Catalog No. V2410A; used to connect V2400 raceway with 1/2-inch [12.7 mm] 
trade size conduit and armored cable. 

http://www.legrand.us/wiremold
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F. Blank Ends: Catalog No. V2410B; used to close open of V2400 Series raceway; 1-3/16 inches 
[30mm] wide. 

G. Entrance End Fittings: Catalog No. V2410C; fitting has 1/2-inch and 3/4-inch trade size 
knockouts on end and bottom plus additional 1/2-inch trade size knockout on sides. 

H. 90 Degree Flat Elbows: Catalog No. V2411M; used for making right angle turns on same 
surface; non-metallic cover. 

I. Internal Elbows: Catalog No. V2417M; used for making internal 90 degree corners; all steel 
construction. 

J. External Elbows: Catalog No. V2418M; used for covering outside corners; non-metallic cover. 

K. Back Feed Fittings: Catalog No. V2451H; used to feed 2400 Series raceway from an existing 
outlet box; provided with a 1/2-inch trade size male bushing and locknut washer for grounding. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

Specifier Note: Delete either of the options in the paragraph below to suit project requirements. 

A. Examine conditions under which multioutlet systems are to be installed. Notify the 
[Architect/Engineer] [Construction Manager] in writing of conditions detrimental to proper 
completion of the work. Do not proceed with work until unsatisfactory conditions have been 
corrected. 

3.2 INSTALLATION 

A. Strictly comply with manufacturer's installation instructions and recommendations and approved 
product data. Coordinate installation with adjacent work to ensure proper clearances and to 
prevent electrical hazards. Locate multioutlet systems in strict accordance with Drawings. 

B. Accessories: Provide accessories as required for a complete installation, including accessories 
where required by manufacturer. 

3.3 CLEANING AND PROTECTION 

A. Clean exposed surfaces using non-abrasive materials and methods recommended by 
manufacturer. 

B. Protect multioutlet assemblies from damage until acceptance. Replace multioutlet system 
components which are damaged during construction. 

END OF SECTION 
 

© 2026 Legrand/Wiremold.  All Rights Reserved. 
A copyright license to reproduce this specification is hereby granted 
to non-manufacturing engineers, architects and specification writers. 

New 05/26 
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