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WATTSTOPPER® PLUS

WIRED CEILING MOUNT PASSIVE INFRARED AND 
PHOTOCELL SENSORS
EN-SCPPH-0450-GB2 / EN-SCPPH-1500-GB2 / EN-SCPPH-HB-GB2

Multiple coverage options 
for offices, classrooms, 

open spaces, and high-
bay applications Integrated occupancy 

and daylight sensing 
for advanced lighting 
controlFast, intuitive installation 

with GreenBus polarity-
free wiring

DESCRIPTION

The Wattstopper PLUS GreenBus (GB2) Wired Ceiling Mount 
Sensors combine Passive Infrared (PIR) occupancy sensing 
with integrated daylight harvesting capabilities to provide 
accurate occupancy and ambient light detection. Occupancy 
and daylight data are communicated over the GreenBus 
network, enabling intelligent lighting control, enhanced energy 
efficiency, and improved occupant comfort.

Available in three lens options, the GB2 sensors support a 
wide range of coverage requirements, from private offices and 
open areas to high-bay applications. Flexible mounting options 
include direct surface mounting and a tool-free magnetic 
mount for T-bar ceilings and other metal surfaces. An optional 
mounting kit is available for ceiling tile and junction box 
installations.

FEATURES

•	 Available in black and white color options

•	 Available in three coverage options:
	– High Density, 450 sq ft (42 sq m)
	– Long Range, 1,500 sq ft (140 sq m)
	– High Bay, Up to 2,800 sq ft (260 sq m)

•	 Polarity and topology free wiring, reducing installation time

•	 Fully customizable settings using Wattstopper PLUS Polaris 
software

•	 Voltage: 22.5 VDC, supplied by GreenBus

•	 Current Consumption: 3mA

•	 Lens Types: High Density, Long Range, High Bay

•	 Operating Temperature
	– High Density & Long Range: 32° to 104°F (0° to 40°C)
	– High Bay: 32° to 140°F (0° to 60°C)

•	 Relative Humidity: 0% to 95%, non-condensing

•	 Weight: 81 g (2.8 oz)

•	 Certifications
	– UL/cUL listed under UL916
	– FCC Part 15/ICES-003 
	– RoHS
	– Meets ASHRAE Standard 90.1 and CEC Title 24 
requirements

•	 5 year warranty

SPECIFICATIONS
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DIMENSIONS

High Density Sensor Long Range Sensor
High-Bay Sensor

85.5 mm (3.37 inches) 85.5 mm (3.37 inches)

28.6 mm
(1.13 inches) 26.2 mm

(1.03 inches)

SENSOR COVERAGE
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High Density Sensor

TOP VIEW
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Long Range Sensor
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SIDE VIEW
High Bay Sensor

TOP VIEW
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EN-SCPPH-0450-GB2 EN-SCPPH-1500-GB2 EN-SCPPH-HB-GB2

0 0 0

High Bay Coverage

Mounting Height Coverage

6 m (20 ft) 102 m2  (~1,100 ft2)
9 m (30 ft) 167 m2  (~1,800 ft2)
12 m (40 ft) 260 m2 (~2,800 ft2)
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WATTSTOPPER PLUS

SYSTEM OVERVIEW

GreenBus technology makes wiring fast and error-free, since it’s intuitive to install. 

Wired Manager — GreenBusSensor SSU
ALC

Sensor

User Interface
Ethernet
GreenBus
Dimming

Wire Key

ALC

User Interface

0-10V
Luminaire

MOUNTING

Ceiling Tile MountSurface Mount Junction Box MountMagnetic Mount

Magnet Location

Ceiling Tile Mount and Junction Box Mount require optional mounting kit (sold separately).
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ORDERING INFORMATION

Catalog # Color Description Coverage

EN-SCPPH-0450-GB2 White Wired Ceiling Mount Sensor, High Density 450 sq ft (42 sq m)

EN-SCPPH-0450-GB2-BK Black Wired Ceiling Mount Sensor, High Density 450 sq ft (42 sq m)

EN-SCPPH-1500-GB2 White Wired Ceiling Mount Sensor, Long Range 1,500 sq ft (140 sq m)

EN-SCPPH-1500-GB2-BK Black Wired Ceiling Mount Sensor, Long Range 1,500 sq ft (140 sq m)

EN-SCPPH-HB-GB2 White Wired Ceiling Mount Sensor, High Bay Up to 2,800 sq ft (260 sq m)

EN-SCPPH-MK-ZB N/A Ceiling Mount Kit N/A
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